DS-BL2838 DC BRUSHLESS MOTOR seriesDongShun

Main voltage:3vDC. 6VDC. 9VDC. 12VDC. 24VDC.

Typical applications: Meltagun,Foot Massager,Massager,Hair Dryer

Standard Shaft: 51,57(mm)
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The terminal position against the tapped holes varies of 15°&-15 u
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Usable male screw length engaged into the tapped hole is 5 mm MAX. . N .
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Motor data:
AT NO LOAD AT MAX. EFFICIENCY AT MAX. OUTPUT
OPERATINGNOMINA e R [N AT SIAUL 55
MODEL T%Nfé v[o;/_EngE SPEED|CURRENT|SPEED| CURRENT TORQUE| OUTPUT EFFICIENCY SPEED CURRENT TORQUE| OUTPUT| EFFICIENCY CURRENT TORQUE
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v v RPM| A |RPM| A gem | W % RPM| A gcm | W % A g.cm

DS-BL2838-0060201 5.0~12.0 12.0 |6300| 0.14 |4410| 0.32 | 29.3 | 1.32 | 34.51 | 3150 0.44 |48.8 | 1.57| 29.88 | 0.74 | 977
DS-BL2838-0120201 9.0~15.0 24.0 |20100| 0.22 (14271 0.54 | 41.3 | 6.05 | 46.64 10050, 0.77 |71.2 | 7.34| 39.63 | 1.33 | 1426
DS-BL2838-0240201 9.0~28.0| 24.0 19000/ 0.22 |13490| 0.54 | 42.5 | 5.87 | 45.24 | 9500/ 0.77 |73.2 | 713 | 38.4 1.32 | 146.4
DS-BL2838-0120301| 6.0~14.0| 12.0 11000/ 0.2 |8910| 0.895 87.1 |7.959| 74 5500| 2.03 | 229.2| 1293 52.98 | 3.86 | 458

DS-BL2838-0240201 24V
N Functions and Features 3 fi 4 1% :
59 9 1.75 25000
Three-phase bipolar drive — il UK )
The motor has over current protective function
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N ) Terminal for output signal of motor revolution
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