
DS-BL3650 DC BRUSHLESS MOTOR  Series

Typical applications: 

APPEARANCE SIZE

Main voltage:  3VDC 6VDC 9VDC 12VDC 24VDC

Motor data:

Air Pump Vacuum Cleaner Printer Electric Curtains
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PWM Input:

CW/CCW Select:

Start/Stop Control:

Terminal for output signal of motor revolution

The motor has over current protective function

Three-phase bipolar drive   

Functions and Features 

High=CW/Low=CCW

High=Start/Low=Stop

/

fin=20HZ-100HZ
Duty Cycle=55% t0 95%

960

The terminal position against the tapped holes varies of 15 & -15

Usable male screw length engaged into the tapped hole is 3.5 mm MAX.
 3.5mm Unit( :mm
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DS-BL3650-0240301 2352.16000 376.350400.23 1.130 19.45 71.2 36.1863.0643000 1176 49.2 5.916.0~26.0

5.0~12.0DS-BL3650-0060301 559.02324 116265.402.130.540.14 1859 111.8 2.1448.30279.51.15 3.33

12.0 1110.014.742590 2.65 555.0 46.45 5.056.0~15.0DS-BL3650-0120301 5180 199.842480.24 1.11 8.70 65.35

12.0DS-BL3650-0120302 28500 WITH FAN  8. A  20500RPM  4.3KPa1.36.0~15.0

Standard Shaft: 67,71,72.4,75,80,85(mm)


	1: DS-BL3650

